
Series

Model S1L-E S1L-S S1C-E S1C-S S1R-E S1R-S S1D-E S1D-S SL2-Pro S2C-Pro S3L-Pro S3C-Pro S3R-Pro S3D-Pro

Image

Shaking	Motion Linear/Reciprocating Linear/Reciprocating Orbital/Circular Orbital/Circular Rocking/See-Saw Rocking/See-Saw 3D/Wave 3D/Wave Linear/Reciprocating Orbital/Circular Linear/Reciprocating Orbital/Circular Rocking/See-Saw 3D/Wave

Display/Control Analog	(Eco) Standard	LED Analog	(Eco) Standard	LED Analog	(Eco) Standard	LED Analog	(Eco) Standard	LED Microprocessor	LCD Microprocessor	LCD Microprocessor	LCD Microprocessor	LCD Microprocessor	LCD Microprocessor	LCD

Motor	type DC	Motor DC	Motor DC	Motor DC	Motor DC	Motor DC	Motor DC	Motor DC	Motor Brushless	DC Brushless	DC Brushless	DC Brushless	DC Brushless	DC Brushless	DC

Amplitude 20mm 20mm 20mm 20mm 7° 7° 7° 7° 4mm 4mm 10mm 10mm 9° 9°

Max.	load	capacity 6.6	lbs 6.6	lbs 6.6	lbs 6.6	lbs 6.6	lbs 6.6	lbs 6.6	lbs 6.6	lbs 5.5	lbs 5.5	lbs 16.5	lbs 16.5	lbs 16.5	lbs 16.5	lbs

Motor	input	power 16W 16W 16W 16W 16W 16W 16W 16W 28W 28W 40W 40W 40W 40W

Motor	output	power 10W 10W 10W 10W 10W 10W 10W 10W 15W 15W 24W 24W 24W 24W

Speed	range 0-200	rpm 40-200	rpm 0-200	rpm 40-200	rpm 0-80	rpm 10-80	rpm 0-80	rpm 10-80	rpm 100-350	rpm 100-800	rpm 100-350	rpm 100-500	rpm 10-70	rpm 10-70	rpm

Speed	display Analog LED Analog LED Analog LED Analog LED LCD LCD LCD LCD LCD LCD

Timer	display N/A LED N/A LED N/A LED N/A LED LCD LCD LCD LCD LCD LCD

Time	settings	range N/A 1min	-	19h59min N/A 1min	-	19h59min N/A 1min	-	19h59min N/A 1min	-	19h59min 1min	-	19h59min 1min	-	19h59min 1min	-	19h59min 1min	-	19h59min 1min	-	19h59min 1min	-	19h59min

Data	Connector N/A N/A N/A N/A N/A N/A N/A N/A RS232 RS232 RS232 RS232 RS232 RS232

Voltage 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz 100-240V,	50/60Hz

Power 30W 30W 30W 30W 30W 30W 20W 20W 30W 30W 50W 50W 50W 50W

Weight 6.8	lbs 6.8	lbs 6.8	lbs 6.8	lbs 6.8	lbs 6.8	lbs 6	lbs 6	lbs 18	lbs 18	lbs 30	lbs 30	lbs 30	lbs 30	lbs

Permissible	ambient	
temperature	and	humidity 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80% 5-40℃,	80%

Dimensions	[in] 13W	x	11D	x	5H	in 13W	x	11D	x	5H	in 13W	x	11D	x	5H	in 13W	x	11D	x	5H	in 13W	x	11D	x	5H	in 13W	x	11D	x	5H	in 13W	x	11D	x	5H	in 13W	x	11D	x	5H	in 17W	x	12D	x	5H	in 17W	x	12D	x	5H	in 17W	x	15D	x	5H	in 17W	x	15D	x	5H	in 17W	x	15D	x	10H	in 17W	x	15D	x	10H	in

Platform	Dimensions	[in] 9.5W	x	8.5D	in 9.5W	x	8.5D	in 9W	x	9D	in 9W	x	9D	in 9W	x	9D	in 9W	x	9D	in 9W	x	9D	in 9W	x	9D	in 9W	x	9D	in 9W	x	9D	in 12W	x	12D 12W	x	12D 12W	x	12D 12W	x	12D

Protection	class IP21 IP21 IP21 IP21 IP21 IP21 IP21 IP21 IP21 IP21 IP21 IP21 IP21 IP21

Warranty 1	Year 1	Year 1	Year 1	Year 1	Year 1	Year 1	Year 1	Year 2	Years 2	Years 2	Years 2	Years 2	Years 2	Years

Price 275.00$																									 396.00$																									 275.00$																									 396.00$																									 275.00$																									 396.00$																									 275.00$																									 396.00$																									 693.00$																									 693.00$																									 748.00$																									 748.00$																									 858.00$																									 858.00$																									

S1	Series	(Compact,	Economical) S2	Series	(Powerful,	Sophisticated) S3	Series	(Powerful,	Sophisticated,	Large	Capacity)

Professional	Benchtop	Laboratory	Shakers/Mixers


